
S2 Table: Water temperature profiles at different positions within the test vessel (35 mm in diameter) 5 minutes after the onset of the respective light source and thermal source. Temperature was measured in the right and left sides, in the centre and at the top and the bottom of the test vessel (5 times exposed from right, 5 times from left; N = 5) 
	Light source
	exposed side
	positions within the test vessel (mean + sd)

	
	
	left
	center
	right
	top
	bottom

	VIS
	right
	26.14 ± 0.14
	26.30 ± 0.25
	26.40 ± 0.15
	26.42 ± 0.16
	26.46 ± 0.16

	
	left
	26.38 ± 0.16
	26.06 ± 0.19
	26.06 ± 0.11
	25.98 ± 0.08
	26.06 ± 0.11

	IR 860 nm
	right
	26.16 ± 0.11
	26.14 ± 0.11
	26.18 ± 0.08
	26.12 ± 0.08
	26.06 ± 0.08

	
	left
	26.28 ± 0.08
	26.26 ± 0.13
	26.12 ± 0.10
	26.16 ± 0.12
	26.18 ± 0.10

	IR 960 nm
	right
	26.28 ± 0.09
	26.24 ± 0.11
	26.30 ± 0.18
	26.32 ± 0.14
	26.30 ± 0.12

	
	left
	26.30 ± 0.11
	26.26 ± 0.23
	26.22 ± 0.16
	26.22 ± 0.13
	26.20 ± 0.18

	thermal source
(IR 860 nm + filter)
	right
	26.14 ± 0.11
	26.12 ± 0.13
	26.08 ± 0.08
	26.10 ± 0.07
	26.04 ± 0.15

	
	left
	26.24 ± 0.09
	26.18 ± 0.13
	26.14 ± 0.08
	26.10 ± 0.00
	26.12 ± 0.08



